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b. Plug-in bridge label

c. Wiring cabinet label

d. Static electricity label

e. Wiring CAN label

f. QR code
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h. Hnadlebar label

Exceeding this period may pollute the environment

Caution.

Lable Description
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4.1.3 Prepare the Tools and Materials

Screwdriver
(M8)

Wire stripper Power line crimper Communication line 
crimper

Diagonal cutter Torque wrench     Drill Hammer

Tie wrap Multimeter Marking pen Corrugated protective 
pipe

Tape measure Spirit level
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4.1.6. Recommended installation environment and space

c. The installation space should meet the following conditions.

a. The installation environment should be:

b. The installation environment should not be:
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d.	 Take out the mounting plate and align it with the holes. Insert and tighten the screws with 
a torque of 9–14 N·m.

e.	 Insert the four mounting columns on the back of the battery into the slide rail and slide 
them to the end, and then remove the handlebars.

a.	 Loosen the 13 screws and remove the cover of the wiring cabinet.

4.4 Remove the cover of the wiring cabinet

NOTE:
Do not use the impact drivers and drills to tighten or loosen the screws.
These screws are captive screws, do not attempt to unscrew them completely.

Mounting columns
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Three-phase N PEL1 L2 L3

Battery breaker

PE terminal

Combiner

Section B. Wire the CAN communication cable
a.    Connect the CAN cable to the communication terminal in the combiner as the label 

in the combiner.
b.    Bring in the CAN communication cables from the combiner through the hole of the 

battery. 
c.    Remove the resistor on the C1 terminal. Please do not perform any operations on 

the C2 terminal and resistor.

d.	 Connect the cable to the C1 terminal as below.

Communication terminal

Combiner

CAN-GNDCAN-H CAN-L

Communication terminal

Combiner





27

M-Battery  User Manual

© 2025 ATMOCE Holding B.V. All rights reserved.

Three-phase N PEL1 L2 L3

Battery breaker
PE terminal

Combiner

Section B. Wire the CAN communication cable

a.	 Connect the CAN cable to the communication terminal in the combiner.
b.   Bring in the CAN communication cables from the combiner and 1.5 m CAN cable 

through the hole of the battery.

c.	 For the battery 1,  remove the resistor on the C1 and C2 terminal, and then connect 
the cable to the C1 and C2 terminal as below.

1.5m CAN cable

Battery 1 Battery 2Communication terminal

Combiner

CAN-GNDCAN-H CAN-L

C1

C2
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